
9-in-1
Environmental Anemometer

DAF3012M

RoHS

1Year Limited Warranty

GeneralToolsNYC

General Tools & Instruments

Ideal for athletic managers, hikers, skiers,
and all other outdoor enthusiasts to monitor
weather conditions

• Barometric Pressure (BP)

• Wind Speed (wih Min, Max, Avg Values)

• Wind Direction

• Ambient Temperature

• Wind Chill Index (WCI)

• Relative Humidity (RH)

• Dew Point Temperature (DP)

• Wet Bulb Temperature (WB)

• Stores/Recalls: 20 pairs of readings

• Barometric Pressure (BP): 30 to 120 kPa
(300 to 1200 mbar) / ±1 kPa (0.1 mbar), typical

• Wind Speed: 80 to 5910 ft./min (0.4 to 30 m/s) / ±3%,
typical

• Temperature: -4° to 158°F (-20° to 70°C) / ±1.8°F (1°C),
typical

• Relative Humidity (RH): 0 to 100% / ±3%, typical

• Dew Point (DP): -67° to 122°F (-55° to 50°C)

• Wet Bulb (WB): -31° to 122°F (-35° to 50°C)

Ranges / Accuracies:

Measures:

Includes:

“CR2032” Battery (pre-installed), User’s Manual, Warranty

No. DAF3012M
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